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Amendments to the claims 

1. (Cancel) 

2. (Original) A roll-in cot having a patient support attached to a wheeled transporter wherein 
the wheeled transporter comprises leading and trailing collapsible legs having respective 
proximal ends pivotally connected to a frame and distal ends including wheels wherein the 
trailing collapsible legs are operable from a locked condition by a release assembly comprising a 
safety and a leg release wherein said leg release comprises a handle connected to a pawl, wherein 
in an activated condition the pawl abuts a stop, said stop is disposed on the safety and is 
connected to a touch bar disposed in front of the trailing collapsible legs whereby engagement of 
the touch bar against platform withdraws the stop from abutment with the pawl and releases the 
trailing collapsible legs. 

3. (Original) A roll-in cot having a patient support attached to a wheeled transporter wherein 
the wheeled transporter comprises leading and trailing collapsible legs having respective 
proximal ends pivotally connected to a frame and distal ends including wheels wherein the 
leading collapsible legs are operable from a locked condition by a release assembly comprising a 
leg release and a safety, the leg release comprises a handle connected to a pawl, wherein in an 
activated condition the pawl retains the leading collapsible legs in an erect condition and the 
safety is connected to a touch bar disposed adjacent load wheels whereby engagement of the 
touch bar against platform deactivates the safety wherein the release assembly requires both the 
leg release and the safety to be deactivated for the leading pair of collapsible legs to be collapsed. 

4. (Cancel) 

5. (Previously Presented) A roll-in cot for loading onto a platform, said roll-in cot comprising: 

a release assembly having a hand actuator, a leg release operably connected to the 
hand actuator, a linkage, and a touch bar operably connected to the linkage; 
a frame providing a patient support; and 

leading and trailing collapsible legs having respective proximal ends pivotally 
connected to the frame and distal ends including wheels, wherein: 
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the touch bar is disposed in front of the trailing collapsible legs, 
the leg release is configured to permit release of the leading collapsible 
legs from a locked condition upon operation of the hand actuator, 

the linkage is configured to provide an activated condition which prevents 
the collapse of the trailing collapsible legs upon operation of the hand actuator, 
and 

the touch bar is configured to deactivate the activate condition of the 
linkage and enable the trailing collapsible legs to be collapsed upon engagement 
of the touch bar against the platform and operation of the hand actuator. 

6. (Previously Presented) The roll-in cot according to claim 5, further comprising: 

a second touch bar disposed in front of the leading collapsible legs; and 
a second linkage configured to provide an activated condition which prevents the 
collapse of the leading collapsible legs upon operation of the hand actuator, wherein the second 
touch bar is configured to deactivate the activate condition of the linkage and enable the leading 
collapsible legs to be collapsed upon engagement of the touch bar against the platform and 
operation of the hand actuator. 
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